Device Information
Admin Guide

Device Information is a complementary utility provided by
impeltec. This Admin Guide provides installation, configuration
and usage details.
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This document is applicable to version 1.100 of Device Information.
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1 Introduction

Device Information is a utility which runs on Windows®-based devices to display informational and diagnostic data
about that device. It is designed to work as a support tool, allowing end-users and support agents to easily obtain
information commonly required for device identification and troubleshooting.

A common scenario is for the Device Information utility to be installed on all Windows-based devices in an
environment, often being included in a Standard Operating Environment (SOE) image. The utility is integrated as a
selectable option in the impeltec SOE Portal and can be selected for automatic inclusion in an SOE image
configuration.

This Admin Guide provides an overview of the utility as well as details on how to configure, install, and launch it.

2 Device Information

The title bar of the main window displays the computer name, for quick reference. The computer name of the
device used to obtain the screen grabs in this document is PC-NUMBER5. Also on the title bar are the following
buttons:

E] When toggled on, the Device Information windows stays on top of other windows.
E] Displays the About window.

Closes the Device Information window. The utility will continue to run in the notification area.

When minimised or closed, Device Information will continue to run, as indicated by an icon in the notification area.
This icon is highlighted in the yellow box below. Clicking this icon will display the Device Information window.

Navigating through Device Information is performed by using the navigation buttons on the left-hand panel. Clicking
a button will show related information in the right-hand panel. Most of these panels will have two buttons:

@ Refreshes the information displayed in the information pane.

D Copies the contents of the details displayed in the information pane to the clipboard. This text will be
automatically formatted, with a tab between the Item and Setting.

When minimised, Device Information be visible as an icon in the notification area and not on the taskbar.

M : PC-MNUMBERS . .. . . . .
1P: 100.1.148 Hovering the mouse over this icon will give a quick view of the computer
name and IP address. Click the icon to restore the Device Information

window.

Click for more info
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2.1 General 2.2 Windows
EBEO i EHEO
|;ﬁ General Information 5 Windows Information 1]
tem Setting & ttem Setting &
Computer name PC-NUMBERE Windows Details
User name PC-NUMBERS bsmith Product Name Microscft Windows 10 Pro
Logon server WPC-NUMBERS Windows 10 Release 2004
Domain name Windows Version 10.0.19041
AD sile Windows Architectre ~ AMDE4
Wanfactrer LENOVO Curent uture en-AU: Engiish (ustralia)
Model 20BWS26B00 Ul cuture en-UUS: English (United States)
System SKU number LENOVO_MT_208W_BU_Think_FM_Thinkl Physical mamory -totdl 2071 ME
Serial rumber T Physical memory - available 4,245 MB
Asset tag from BIOS) Mo Asset Information ) X X
IP address(es) 10.0.153 C: Local Fixed Disk _
fe80-2802 Tdbc fe95-a67e Volume name Local Disk
X Volume serial number AB3M0T
Free disk space File system NTFS
Drive C: (Local Fixed Disk) 65,345 M8 (46 % ful) Capacy 121875 MB
Drive E: (Removable Disk) 14,546 MB {50 % full) Free space 66345 MB
Security Center E: Removable Disk
ArtiVius Active & Volume name SOEDEPLOY
< 2 Vel e esial rimber FIRENIEN ©
The General Information panel shows an overview of The Windows Information panel shows information
the device. This is the default panel shown and displays about the current Windows® operating system and disk
information frequently used by support personnel. volumes that are accessible by Windows.
Free space for all drives will be displayed and will
periodically update. Items in the security center will
display in red text if a problem is detected, as will the
free disk space text if the free disk space is running low.
2.3 Network 2.4 Hardware
i EEO i EHEA
=l == Network Information Q A Generd E} Hardware Information ]
Windows tem Setting Windows. tem Setting ~
Intel(R) Ethernet Connection (3) 1218-LM Number of logical processors 4
MAC address = = = Maximum clock speed 2285
P address 10.0.1.53fe80::2802:Tdbc fe95:a62e Bdemal clock o
Default gateway 10.0.1.251 Sockettype U3ET
DHCP enabled? True L2 cache size 26
DHCP server 10.0.1.251 13 cache size 3072
DNS suffix search order  sjimagen.com BIOS
DNS servers 127.001 Manufacturer LENOWO
Model JBETEIWW (1.18)
Version JBETSIWW (1.18)
Release Date 14/09/2015 10:00:00 AM
Primary BIOS? True
Battery - 114535ANYO45N1772
Battery Status AC Power
Battery Chemistry Lithium-ian
Estimated Charge Remaining 55%
Battery Health OK ¥
< >

The Network Information panel displays each network ~ The Hardware Information panel displays information

adapter installed on the device and selected pertaining to the physical device. Information about
configuration information about that adapter. Virtual physical disk drives will be repeated for each drive. Use
adapters are displayed (e.g. hypervisor NICs), but the Refresh button to refresh the information such as
tunnel adapters usually aren’t. IP addresses will free disk space, inserted USB drives or optical disks.
automatically update soon after an IP change is Battery and disk health will be colour coded green for
detected. “OK” or red for alert conditions.
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2.5 Tools
UMBERS B BB
M Diagnostic Tools
&‘ Systern Information M Command Prompt
L} soou O

\_7 Programs and

2| | EventViewer []‘ Features

lihel! Task Manager :-‘:-j RSOP

~,“‘ Services 'ig' PowerShell
s

.'..j Device Manager ;i', Disk Cleanup

@ Collect Diagnostic Logs Q Setlings
‘B Intune Sync D

The Diagnostic Tools panel provides quick access to
common and useful informational and configuration
tools built into Windows. Buttons with a shield ¥ next
to them will run elevated, displaying a relevant user
elevation prompt as required.

2.7 IT Support

The IT Support panel displays
information end-users can use for
contacting support. Each item is
configurable (including the logo).
This section is optional — selected
information only may be displayed
or no information at all. The Email
and Web sections are clickable
hyperlinks. Refer to section 3.1
XML File for configuration details.

2.6 SOE

© SOE Information

Certified Hardware Information

Manufacturer:  Lenovo
Model Think Pad T450s

Type: Motebook

Tool

Image version DEMO.10P64.2004 02 REVDS

Certfied hardware manufacturer  Lenovo

Cerified hardware model Think Pad T450s
Certified hardware type MNoteboak
Image creation date 21122020 9:32:32 AM
Image deployment date 5/01/2021 1:44:52 PM

The SOE button is only displayed if Device Information
is being run on a device which has been deployed with
an SOE image generated from the SOE Portal. The SOE
Information panel displays information pertaining to
the SOE version and deployment as well as details of
the detected certified hardware model.

2.8 Diagnostic Logs

Device Information has a feature to collect diagnostic
logs from the device which can be used for
troubleshooting purposes. It collects and zips the
device information data and a variety of other log files.
Its primary purpose is to assist support for users of the
SOE Portal and impeltec® engineers. To collect the
logs:

1. Click either from the main navigation

pane or C“”""‘D‘E"’"‘“““L“g“ from the Tools pane.

2. Atthe Browse For Folder dialog, browse to and
select the folder to output the diagnostic logs
zip file to and click OK.

3. A please wait status message will be displayed
while the logs are being collected. This is
usually brief but may take a couple minutes on
some systems.

4. Once complete, a message box with the output
filename is displayed.

Device Information Admin Guide V1.100.docx
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3 Configuration

3.1 XML File

The IT Support information that is displayed can be configured through the use of an XML configuration file. It is
called DevicelnfoConfig.xml and needs to be located in the same folder as impelDevicelnfo.exe. If this XML file does
not exist then IT Support information will not be displayed, however Device Information will function correctly.

The XML configuration file can be edited using a text editor. After it has been modified and saved, it is best to open
the file in Internet Explorer because if it contains any invalid XML an error will be displayed.

Sample XML configuration file:

<DevicelnfoConfig=
<SupportLogo>CompanyLogo.png</SupportLogo>
<SupportEmail>ITSupport@mycompany.com</SupportEmail>
<SupportURL=http:/ fintranet.mycompany.com /ITSUpport/SubmitTicket.aspx</SupportURL=>
<SupportHours>8:30am - 5:30pm M-F</SupportHoursz
<SupportPhone>08 1234 5678 </SupportPhone>

</DeviceIlnfoConfig>

Data does not need to be provided for each XML element - only entered data will be displayed. For example, if the
<SupportHours> element is excluded, support hours will not be displayed on the Device Information window. All
elements are optional, with the exception of the root element <DevicelnfoConfig>.

Note: Element names are case-sensitive.

The table below defines each of the XML elements.

Element Description Example(s)
DevicelnfoConfig | This is the root element. All other elements must be
contained within this element.

SupportLogo Specifies the filename of a logo to display. This may C:\Images\MyCompany.jpg
be a fully qualified path or a filename only. If only a
filename, the image file must exist in the same folder | CompanyLogo.png
as impelDevicelnfo.exe.

The size of the logo within Device Information is
100x50 pixels. If the supplied logo is larger, it will be
proportionally scaled to fit.

When Device Information is being used as part of an
SOE Portal image, the company logo will be
automatically used.

SupportEmail When the end-user clicks on the Email hyperlink, it ITSupport@mycompany.com
will automatically start a new email to the specified
email address. This relies on the device have a default
email client configured.

SupportURL When the end-user clicks on the Web hyperlink, it will | http://intranet.mycompany.com/
automatically navigate to the specified URL in the
default web browser. http://mycompany.servicenow.com
/SubmitTicket.aspx
SupportHours Specifies the hours of support to be displayed. Asthe | 8:30am —5:30pm M-F

available room is limited, this data may need to be
abbreviated. For example, use M-F instead of Monday
to Friday.

SupportPhone Specifies a support phone number to be displayed. +61 3 1234 5678
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3.2 Installation
Device Information will work natively on Windows 8 and higher. Earlier Windows versions require .NET Framework
4.6.2 or higher installed.

The installer for Device Information is a Windows Installer (MSI). It can be installed using standard MSI command
lines. To facilitate installation of the configuration and company logo files, the MSI caters for these files to be
provided in the same folder as the MSI. The installation will perform the following actions:

Installs the Device Information executables to %PROGRAMFILES%\impeltec\Devicelnfo

Configures the Start Menu shortcut

Configures Device Information to run minimised when a user logs onto Windows

If exists, copies DevicelnfoConfig.xml from the MSI folder to %PROGRAMFILES%\impeltec\Devicelnfo
If exists, copies CompanyLogo.png from the MSI folder to %PROGRAMFILES%\impeltec\Devicelnfo

ok wnNE

If the company logo image is being deployed as part of the installation, then if must be in PNG format and called
CompanylLogo.png. Then the <SupportLogo> element in DevicelnfoConfig.xml must be set to CompanyLogo.png.

3.3 Command Line Parameters
The table below defines the command line parameters which can be used to launch Device Information.

Command Line Description
impelDevicelnfo.exe Launches Device Information and displays the main window.

If Device Information is already running minimised, it will show the
main window.

impelDevicelnfo.exe /min Launches Device Information but does not display the main window.
The icon will be displayed in the notification area.

dmpeltec
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4 Software License

LICENSE

impeltec Pty Ltd (Company) hereby gives you a non-exclusive license to use the software comprising of impelDevicelnfo.exe (the
Software).

No license fee is required to use the Software. The Software is available from impeltec at www.impeltec.com and through images
built using the SOE Portal.

You may:

- use the Software on any number of computers;

- distribute the Software to computers within your organisation using a configuration management toolset;

- copy the Software for archival purposes, provided any copy contains all of the original Software's proprietary notices.

You may not:

- permit other individuals to use the Software except under the terms listed above;

- modify, translate, reverse engineer, decompile, disassemble (except to the extent applicable laws specifically prohibit such
restriction),

- create derivative works based on the Software;

- copy the Software (except as specified above);

- sell, rent, lease, transfer or otherwise transfer rights to the Software;

- remove any proprietary notices or labels on the Software.

TERMINATION.
The license will terminate automatically if you fail to comply with the limitations described above. On termination, you must destroy
all copies of the Software and Documentation.

DISCLAIMER OF WARRANTY

The Software is provided on an AS IS basis, without warranty of any kind, including without limitation the warranties of
merchantability, fitness for a particular purpose and non-infringement.

The entire risk as to the quality and performance of the Software is borne by you.

Should the Software prove defective, you, and not impeltec, assume the entire cost of any service and repair.

impeltec IS NOT RESPONSIBLE FOR ANY INDIRECT, SPECIAL, INCIDENTAL, OR CONSEQUENTIAL DAMAGES OF ANY CHARACTER
INCLUDING, WITHOUT LIMITATION, DAMAGES FOR LOSS OF GOODWILL, WORK STOPPAGE, COMPUTER FAILURE OR
MALFUNCTION, OR ANY AND ALL OTHER COMMERCIAL DAMAGES OR LOSSES.

Title, ownership rights and intellectual property rights in and to the Software shall remain with impeltec. The Software is protected
by international copyright treaties. impeltec and impelDevicelnfo are either registered trademarks or trademarks of impeltec Pty Ltd.

Microsoft® and Windows® are either registered trademarks or trademarks of Microsoft Corporation in the United States and/or
other countries.
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5 About impeltec

impeltec® provides specialist services for Windows®-based SOE imaging and deployment. Our solution embraces
innovation to significantly reduce costs, improve reliability and empower you and your organisation. No longer do
you need to invest in infrastructure nor have costly skilled resources on the books.

The impeltec SOE Portal is a self-service cloud-based subscription that allows you to easily design, build and maintain
your Standard Operating Environment (SOE) in the cloud. It removes the need to invest in infrastructure and
technical resources. The easy-to-use wizard let you define SOE requirements, and our build automation will create
your image in no time. Device Information is a no-cost optional inclusion in all SOE Portal generated images, without
the need for manual configuration as described in this document.

Download Device Information: https://www.impeltec.com/Resources/Software.aspx

Device Information assistance: info@impeltec.com

About impeltec: https://www.impeltec.com/

SOE Portal: https://www.impeltec.com/Solutions/SOEPortal.aspx
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